
Product family benefits

_ Homogeneous glare free light distribution
_ Fast snap on mounting using mounting screws
_ Available with length: 560 mm, 600 mm, 1,150 mm, 1,450 mm
_ Prevents touching of lightsource

Areas of application

_ Optical light impression as flourecent tube

Product datasheet

PL-LIN DIFFUSER 600X28
PrevaLED Linear 20 mm LED modules | – Accessories

Product family features

_ Transmission > 82%
_ Material: polycarbonate (PC)
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Technical data

Dimensions & weight

Product weight 5700 g

Length 6000 mm

Width 285 mm

Height 220 mm

Logistical data

Commodity code 94059200900

Environmental information

Information according Art. 33 of EU Regulation (EC) 1907/2006 (REACh)

Date of Declaration 19-01-2022

Primary Article Identifier 4052899466739

Declaration No. in SCIP database In work

Logistical Data

Product code Product description Packaging unit (Pieces/Unit) Dimensions (length x width x
height)

Volume Gross weight

4052899466739 PL-LIN DIFFUSER 600X28 Shipping carton box
100

635 mm x 250 mm x 170 mm 26.99 dm³ 6165.00 g

The mentioned product code describes the smallest quantity unit which can be ordered. One shipping unit can contain one or
more single products. When placing an order, for the quantity please enter single or multiples of a shipping unit.
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Disclaimer

Subject to change without notice. Errors and omission excepted. Always make sure to use the most recent release.
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