
Rapid Inflation Time Large analogue display Adapters included
Inflate the tyre to the desired pressure in

ca. 4.5 minutes**
Effortlessly monitor pressure in BAR,
PSI, or kPa with a clear progress bar

Adaptors included for sports equipment
and leisure inflatable

OSRAM’s award-winning inflators – trusted quality at a
competitive price

The OSRAM TYREinflate ESSENTIAL is your compact, go-

anywhere  solution  for  fast  and  effortless  tyre  inflation.

Designed with everyday convenience in mind, this reliable

analogue tyre inflator can inflate a standard 13” car tyre in

just 4.5 minutes, making it ideal for emergencies or routine

pressure  checks.  The  clear  analogue  pressure  gauge,

featuring dual PSI and BAR markings, allows for quick and

accurate readings at a glance so that you can inflate with

confidence every time.

Built for practicality, the OSRAM TYREinflate OTI611ESN

includes a long 3-metre power cable and a 60cm air hose,

providing you with the flexibility to reach all four tyres quickly

and  easily.  The  single-button  operation  makes  inflation

straightforward, even under pressure, while the included

three-piece adaptor kit lets you tackle a range of tasks —

from inflating bike tyres and footballs to pool inflatables.

Compact and easy to store in your boot or glovebox, the

unit  also  features  integrated  cable  management  and  a

Velcro backing for  secure,  clutter-free storage.  Whether

you're  commuting,  road-tripping,  or  just  topping  up  tyre

pressure at  home, the OSRAM TYREinflate OTI611ESN

delivers  dependable  performance  and  convenience

whenever  you  need  it.

Product datasheet

TYREinflate 611 ESSENTIAL

__

Product datasheet | TYREinflate 611 ESSENTIAL December 17, 2025, 04:24:37
© 2025, OSRAM GmbH. All rights reserved. Page 1 of 3



Technical data

Product information

Inflation time 4.5 min

Max Pressure 100psi / 6.9 bar

Air Hose Length 60 cm

Power Cord Length 3.0 m

LED Light No

Measuring Units PSI, kPa, bar

Auto stop No

Accuracy (bar) ±0.1 bar

Flow rate (l/min) 0-35psi /2.4bar

General Product Information

Global order reference OTI611ESN

Electrical Data

Nominal wattage 180.00 W

Nominal voltage 11.1 V

Operating Voltage 12 V

Power Source 12 V Fused Plug

Operating Conditions

Noise Level (dB) 95 dB

Lifetime Data

Guarantee 2 years

Additional product data

Display Type Analogue

Recommended to Use With Car, Small Van, 4X4, Large Van, Trailer

Capabilities

Accessories Adaptors for: Balls, Air Mattress, Bikes

Fuse 15 A

Environmental & Regulatory Information

Information according Art. 33 of EU Regulation (EC) 1907/2006 (REACh)
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Candidate list substance 1 Lead

CAS No. of substance 1 7439-92-1

Safe use instruction The identification of the Candidate List substance is
sufficient to allow safe use of the article.

Declaration no. in SCIP database fb76d4eb-12f7-421c-bfe3-5b0b9cb8a6aa

Logistical Data

Product code Product description Packaging unit
(Pieces/Unit)

Dimensions (length
x width x height)

Volume Gross weight

4052899633742 TYRE inflate 611
ESSENTIAL

Folding carton box
1

174 mm x 72 mm x
150 mm

1.89 dm³ 658.00 g

4052899633759 TYRE inflate 611
ESSENTIAL

Shipping carton box
4

322 mm x 160 mm x
202 mm

10.41 dm³ 2828.00 g

The mentioned product code describes the smallest quantity unit which can be ordered. One shipping unit can contain one or
more single products. When placing an order, for the quantity please enter single or multiples of a shipping unit.

Download Data

File

User instruction
GPRS_Safety symbols instructions

Legal advice
For precise conditions please refer to: www.osram.com/am-guarantee

Application advice
For more detailed application information and graphics please see product datasheet.

Disclaimer
Subject to change without notice. Errors and omission excepted. Always make sure to use the most recent release.
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https://look.ams-osram.com/m/7706dc0fc21e6d22/original/GPRS-Safety-symbols-instructions.pdf
https://look.ams-osram.com/m/7706dc0fc21e6d22/original/GPRS-Safety-symbols-instructions.pdf
https://look.ams-osram.com/m/7706dc0fc21e6d22/original/GPRS-Safety-symbols-instructions.pdf

